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KurbX Curbless Systems are pre-sloped, low-profile structural shower pans and installation
components engineered to create truly barrier-free, wheelchair-accessible shower entries.
These systems reduce mobility barriers by enabling safe roll-in access without the need for
traditional curbs or mortar-built bases.

All pans are fire-rated and built with a high point-load capacity, ensuring structural stability for
users, mobility devices, and assisted-care scenarios. Key features—including low-threshold
design, centered drain options, factory pre-slope, creates a textured non-slip surface, cut-to-
size adaptability, and compatibility with ADA-appropriate tile and finishes—directly support
the functional requirements of the 2010 ADA Standards for Accessible Design.

Because these products are purpose-built to create accessible, zero-threshold bathing
environments, KurbX systems align with the category of goods U.S. Customs has identified as
“articles specially designed or adapted for the use or benefit of the physically handicapped.”
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Executive summary

 

WATERPROOFED



KurbX® Model
ADA Shower Type

Supported
Key Compliant Features

2010 ADA
Sections

Met

SB6036-CD (60" ×
36")

Standard Roll-In Type
(30" × 60" minimum
clear)

• 0" curbless entry • Pre-sloped to center drain at
≤ 1:48 (2.08%) maximum in the 60" direction •
Clear interior dimensions exceed 30" × 60"

608.2.2 
608.2.2.1,
608.2.2.2, 
303, 302

SB6048-CD (60" ×
48")

Standard Roll-In Type
(30" × 60" minimum
clear)

• Provides excess clear floor space beyond the
minimum 30" × 60" • Same 0" entry and gentle
pre-slope

608.2.2, 
608.2.2.1, 
303

SB6060-CD (60" ×
60")

Standard Roll-In or
Alternate Roll-In

• Exceeds minimum dimensions in both directions •
Compatible with linear trench drain along back wall
for true 1:48 slope

608.2.2, 
608.2.3

SB4848-CD (48" ×
48")

Transfer-Type Shower
only (with folding seat)

• Suitable for 36" × 36" transfer shower when seat
and controls are correctly located • Not suitable for
roll-in compartments due to steeper slope in 48"
dimension

608.2.1 
(transfer
only)

ADA / 2010 ADA Standards for Accessible Design Compliance

 

When installed in accordance with KurbX® installation instructions and finished with an
appropriate slip-resistant floor covering, the following KurbX® models are used to create
bathing compartments that comply with the 2010 ADA Standards for Accessible Design:

Important Installation Notes for ADA Compliance • 
The finished floor surface must maintain a slip-resistant rating (recommended wet DCOF
≥ 0.42).
Grab bars, controls, and shower spray unit must be installed per Figures 608.3.1–608.3.3
and within reach ranges of Section 308–309.
Drain cover shall be flush or recessed and shall not create a change in level greater than
¼" (Section 303).

KurbX® SB6036-CD, SB6048-CD, and SB6060-CD Barrier Free Curbless structural shower
pans, when installed per manufacturer instructions with a maximum 1:48 slope to drain and
finished with a slip-resistant surface, provide a compliant shower compartment floor for 2010
ADA Sections 608.2.2 (Standard Roll-In Type) and 608.2.3 (Alternate Roll-In Type).
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Zero/low threshold (Barrier-Free entry): KurbX’s curbless pans enable a flush or low
threshold entry, facilitating wheelchair roll-in/roll-out and reducing tripping hazards. The
2010 ADA Standards require accessible routes, thresholds and clear floor spaces for
bathing facilities which curbless designs support.

Structural Safety for Assisted Use: KurbX pans are fire-rated, enabling use in multifamily,
senior living, healthcare, and commercial facilities governed by stricter building and
accessibility codes.  Engineered with high point-load strength to safely support users,
mobility devices, wheelchairs, and caregiver-assisted movements without deflection or
failure.

Pre-sloped, predictable drainage: Pans are manufactured with precision engineered
slopes to ensure drainage without additional field mortar, enabling consistent, safe
surfaces that maintain traction and prevent pooling (a fall risk). This supports ADA
requirements for safe, usable bathing surfaces and reduces barriers caused by water
pooling. 

Textured Surface / Finish compatibility: KurbX’s textured pan surface is specified to
improve waterproofing adhesion and to accept all stone floor coverings — allowing
installers to specify slip-resistant tile or finishes that meet ADA slip-resistance guidance.
(ADA guidance stresses slip-resistant surfaces in accessible areas.)

Adaptability (cut to size / centered drain / wide opening options): Pans can be cut to
size and drains centered to allow configurations that provide required clear floor spaces
and turning radii for assistive devices (wheelchairs), enabling compliance with ADA
scoping (clear floor space, turning circle) in many retrofit and new-construction
situations.
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KurbX Product Specifications 

48” x 48” KurbX®
CenterDrainShower Pan 

60” x 36” KurbX®
Center Drain Shower Pan
 

 

60” x 36” KurbX®
Offset Drain for Tub Replacement
 

| SB6036-CD

| SB4848-CD

| SB6036-OD-TR
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KurbX Product Specifications (continued)  

60” x 60” KurbX®
CenterDrainShower Pan 

60” x 48” KurbX®
CenterDrainShower Pan 

 

72” x 48” KurbX® Center
Drain Shower Pan 

 

| SB6060-CD

| SB7248-CD

| SB6048-CD
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Other Compliance & Warranty

ICC-ES PMG-1643 in compliance with:

2021, 2018, 2015, 2012, and 2009 International Plumbing Code® (IPC)
2021, 2018, 2015, 2012, and 2009 International Residential Code® (IRC)
2021, 2018, 2015, 2012, and 2009 Uniform Plumbing Code® (UPC)
2017 Uniform Illustrated Plumbing Code-India (UIPC-I)
2020, 2015, and 2010 National Plumbing Code of Canada® (NPC)

TCNA/ANSI A118.10-2014(R19), Load Bearing, Bonded, Waterproofing Membranes for 
Thin-Set Ceramic Tile and Dimension Stone Installation

ASME A112.18.2/CSA B125.2-2020, Plumbing Waste Fittings

IAPMO PS 106-2015e1, Tileable Shower Receptors and Shower Kits

Warranty

All KurbX® shower pans carry the only true limited lifetime warranty
SeeLIT® Waterproofing carries a lifetime limited warranty
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